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4-5 t G series High efficiency loading/unloading performance
AC Electric Forklift Truck

The confluence of double pump, load sensing
hydraulic technology. Efficient handling
efficiency.

Excellent lift control system

Imported Rexroth multi-way
valve, reliable quality, energy-
saving and efficient

+ New low-speed & high-torque lifting motor.
.+ MOSFET lifting controller.

., Low-noise gear pump.

, The hydraulic dynamic load sensing technology.

G4-ot

AC Electric Forklift

The new optimization layout widens the operator
space for ensureing more comfortable and
convenient operation

AC drive motor

Standard configuration Options

Adopt intemational famous brand integrated drive axle, contains the core

Wide view mast Boom Widened fork holder

Standrad fork Load hawk Lengthened fork components of the AC motor, wet brakes, gearbox.
Iihfork carriage Load bar Load pusher

Backrest Turning fork Sleeve on fork o
Two-spool control valve Back view mimror Rotating flat clamp 3
Battery group Side shifter Accessory hydraulic component

Standrad seat Paper roll clamp Tilt/Steering cylinder protection sleeve

Overhead guard Alarm lamp Colored tyer

Overhead guard raincoat Rear work light Wide view triplex mast with full free length

LCD combined display Cab Customer referred color

Solid tyre Windshield

Traction bar Multi function barrel clamp

Attached tools Load stabilizer

The truck equipped with more intelligence functions not only ensures the safety perfor-

mance, but also improves the efficiency and reduces energy consumption.
AADD:NO 668 Fangxing Street, Economical -

4 ‘ J “ 2 . = v AC traction controller. v Self-braking on ramp.
Development Zone Hefei ,P R China AUTHORIZED DEALER — + Presence of driver sensing system. v Preventing abnormity operating.

TEL{(86 551)63639068 (America) ; 63639258 (Europe) ;
63630358 (Asia) ; 63662105 (AfricadMiddle Enst) |  Standrad CAN BUS. v Electric controller self-protecting
39530 (Warehouse Equipment) ; 63639531 (Wheel loader)
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v Emergency power off the main circuit. Speed selection function (normal/cutback).
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Manufacturer’s Data and Design Characteristics

Characteristics Ast: Right angle stacking aisle width T
101 Manufacture’s Name HeUl a: Clearance Load curve CPD40 CPD45 CPD50
102 Model Designation CPD40 CPD45 CPD50 b: Load Length . 5500
103 Configuration Number B2 1 5000
1.04 Load Capacity Q kg 4000 4500 5000 = 4500 Note: The vertical axis stands for load capacity and the horizontal axis
L5 oed Coriir e T 500 £ 4000 stands for load center which is calculated from the front surface of the forks
106 “ToniT, Baito £ 3500 — \_* to the gravity of the standard load. the standard load means a cubic with
i e, Y. H2 S 000 — 1000mm edge length. When mast is tilted forward, using non-standard forks
107 OperatorType Seated = or loading large goods, the load capacity will be reduced. The load capacity
AC Electric Forklift 1,08 Wheeloase v mm 1600 & 2500 of standard mast at different load center can be known from this load chart.
eCIricC Forkii Wheels &Tyres 2000
201 TyreType Superelastic 1500
202 TyresNumber (Fron/Rear) 2% 1000
203 Treadcentre of tyre front w3 mm 1120 1120 1158 LOAD CENTER(mm) ] o Ji
204 Tread(centre of tyre)rear w2 mm 990
205 TyreSize, Front/Rear 250-15/21x8-9 Astorel2+bra:
Dimensions
301 LoadDistance L2 Mm 500
302 MastTitAngleF/R alp : 5/10 t WIDE VIEW MA
303 Height with Mast Lowered H1 mm 2382 2382 2374 oot moge | MaxForkeight Load Capacity (Load center 500mm) (k) Overall Height (mm) —
mm ast model
304 ;e:"“d T F:‘S el (mm) CPD40 CPD45 CPD50 CPD40~45 CPD50 (arB)
305 Standar ight mm 3000
k2 . " " y . . " . _ M300 3000 4000 4500 5000 2382 2374 5/10
0.06  Height with Mast Extended H2 nm 4210 4210 4205 IAPI SMART interactive multi-function LGD instrument Battery with automatic water inlet device M330 3300 4000 4500 5000 253 5524 510
307 Oerhead Guard Height Ha mm 2200 2290 2285
308 ForkSize TXWxl4  mm 55x150x1070 M350 3500 4000 4500 4800 2632 2624 5/10
300 Fork Carriage to DIN 15173 A/B ETN i dlscHargs digaio M370 3700 4000 4375 4625 2732 2724 5/10
310 Lengthto fork face 2 mm 2750 M375 3750 4000 4360 4610 2757 2749 5/10
311 Overll Width w1 mm 135011250 13501250 1394/1320 M400 4000 4000 4300 4550 2032 2924 5/10
312 OutsideTuring Radius L& mm 2320 M425 4250 3900 4200 4450 3057 3049 5/10
213, Cwund Ciearance st mast Loaded ] o 140 140 135 Ma50 4500 3800 4100 4300 3182 3174 5/10
314 Ground Clearance at centre of wheelbase Loaded He mm 155 155 150 Vo = o o o o v ey
ight angle stacking aisle width
315 e R s parance:200mm) Ast mm 4290
Right angle stacking ase vitts MS500 5000 3650 3900 4100 u32 3424 5/10
3.16 (et o 1200x1200mm, clearance:200mm) Ast mm 4420 Keyboardbutton B - nuton 00t/
317 Lateral Fork Adjustment (Outside of Forks) Max/Min. w5 mm 1286/300 ot oriing EE0erd button 0ul/ M550 5500 3500 3750 3950 3732 3724 57
Performances kmih Seat switch LED M600 6000 3200 3350 3800 3082 3974 315
Keyboard button :Roll u Hand brake status LED
401 Travel Speed,with/withoutload mmis 1415 135/14.5 1314 Failure alarm LED Keyboard button :Set down
FalvrealarmLED | L Keyboard bution :Set down
4.02  Lifing Speed,withwithout load mm/s 300/490 290/490 250/410 Low battery LED Ol position LED (NO USE]
4.03  Lowering Speed,with/without load % 550/510 455/410 410315 Keyboard button :Roll down Keyboard button :Set up
4.04  Gradient performance with load N 16 15 13
4.05 Max draw bar pull with load s 21000 ZAPI Display Battery
4.06  Acceleration ime (10 metres) W/O load 53/50 5.5/5.2 57/54 t WIDE VIEW FULL FREE 3-STAGE MAST
Weight kg Vst model  Max Forheight_ Load Gapaciy (Load center 500mm) k) Overall Height (mm)  Free lfWith ST backrest) (mm) 1 ooy
5.01 Total Approximate WeightW/O battery) kg 6450 /4750 6850 /4950 7225 /5325 (mm) CPD40  CPD45  CPD50  CPD40~45  CPDS0 CPD40~50
502 AdeLoading: Unloaded,Front/Rear kg 290073550 31003750 3250/3975 The reliable special instrument gives a complete display of the key information, like operating status, fault detection, etc. It ZSM360 3600 3850 4150 4500 2120 2112 847 57
5.03 ':de Loading: Loaded Front/Rear — 9405/1045 10215/1135 11000/1225 ensures the operator predominate the vehicle status more intuitive and convenient. ZSM400 4000 3750 4050 4400 2255 2047 982 57
attery
ZSM435 4350 3610 3910 4310 2370 2362 1007 57
001 Seenioraeie et s e i HE0 ZSM450 4500 3550 3850 4250 2420 2412 1147 57
6.02  Battery weight 1700 1900 1900
603 Basiry sindad DiN = ZSM470 4700 3490 3790 4170 2485 2477 1212 57
Motor & Controller kw S Renewable energy technologies *15 o/ ZSM480 4800 3460 3760 4130 2520 2512 1247 57
0 Cewlicondl W taing e 8 With the use of the excellent load-sensing steering system and AC controlling renewable 0 o0 2000 S0 3100 o1 L 2021 . 2
7.02  Pump Motor -S3 15% Rating 86+13 energy technologies, the forklift is more energy-saving and the working hour of the battery is THE PERFORMANCE OF ZSM550 5500 3250 3550 3900 2855 2847 1582 3/5
7.03  Drive Motor Control Method MOSFET/AC extended by 15%. BRTTERY INCAERSES Py 6000 2000 3100 2500 3020 3012 1747 a5
7.04  Pump Motor Control Method MOSFET/DC
sl s NOTE: Free lifing height without backrest; +360mm.
7.05  Senice Brake/Parking Brake Mpa }

7.06 Relief Pressure 16 18 16




